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@ "ot Dry running protection relay (this relay can be also used to
start the motor for minimum level and to stop for maximum
level).This protection is include in automatic position but is
possible includes its also in manual position.
Timer delay pressure switch range 0-20 minutes. Normally this
function is used in irrigation when the motor must be protected
for minimum pressure .In this case is necessary to delay the
pressure switch when the motor start and after a time
(normally is the time that the pump need to go in pressure)
include the protection, elapse this time if the pressure go down
the motor should be stopped.
Notes : all controls are in low voltage
The pressure switch terminal can be also used to start the
motor in automatic way by a remote signal for exampfe rad;o ok
transmitter-timer-remote switch-floating etc.. - LA
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STANDARD COMPOSITION
> 1 PLASTIC BOX -
> | LINE CONTAC]
dimensioned .
1 MANUAL RESET T
OVERLOAD PFIOT"E’ |

PRESSOSTATO
PRESSURE SWITCH

Dry running protection relay (this relay can be also used to

T start the motor for minimum level and to stop for maximum
LOW LEVEL level). This protection is include in automatic position but is

possible includes its also in manual position.
Timer delay pressure switch range 0-20 minutes. Normally this
function is used in irrigation when the motor must be protected
for minimum pressure .In this case is necessary to delay the
pressure switch when the motor start and after a time
(normally is the time that the pump need to go in pressure)
include the protection, elapse this time if the pressure go down
the motor should be stopped.
Notes : all controls are in low voltage
The pressure switch terminal can be also used to start the
motor in automatic way by a remote signal for example:
radio transmitter-timer-remote switch-floating etc...
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D.O.L. THBEE PHASES STARTER " AD" S3iick
: ‘frqm/ 1§0k S
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> LED mdlcating
> Pressure switch
> Motor running

o “PRESSOSTATD |
PRESSURE SWITCH

o SR
L

0 " inn
Eeo “LFL#I!L&”, Dry running protection relay (this relay can be also used to
start the motor for minimum level and to stop for maximum
level).This protection is include in automatic position but is
possible includes its also in manual position.
Timer delay pressure switch range 0-20 minutes. Normally
this function is used in irrigation when the motor must be
protected for minimum pressure .In this case is necessary
to delay the pressure switch when the motor start and after
a time (normally is the time that the pump need to go in
pressure) include the protection, elapse this time if the
pressure go down the motor should be stopped.
Notes : all controls are in low voltage
The pressure switch terminal can be also used to stan‘
the motor in automatic way by a remote signal for
m radio transmrtter-tm‘rﬁr-rgmote Swi
i — " '\H L

VISA ENERGY GB LIMITED Tel: +44 844 800 7301 ,"800?304 _Féx +44 844-800 7311

400 Pavillon Drive, Northampton Business Park, E-Mail: generators@visaenergy.com
Brackmills Industrial Estate, Northampton. NN4 7PA. Web: www.visaenergy.com

Northamptonshire. UNITED KINGDOM Skype ID: visaenergy.com



DESCRIPTION Dimensions mm
D.O'LAD 1,1KW 1,5HP 400V In=2,8A Imax=3,3A 70101 8 400x300x200
D.O.L AD 1,5KW 2HP 400V In=3,8A Imax=5A 70102 11 400x300x200
D.O.L AD 2,2KW 3HP 400V In=5,9A Imax=7,5A 70103 11 400x300x200
D.O.L AD 3KW 4HP 400V In=7,5A Imax=8A 70104 11 400x300x200
D.O.L AD 4KW 5,5HP 400V In=9,4A Imax=12A 70105 11 400x300x200
D.O.L AD 5,5KW 7,5HP 400V In=13,3A Imax=15A 70106 11 400x300x200
D.O.L AD 7,5KW 10HP 400V In=18,2A Imax=20A 70107 11 400x300x200
D.O.L AD 9,2KW 12,5HP 400V In=21A Imax=25A 70108 11 400x300x200
D.O.L AD 11KW 15HP 400V In=24,5A Imax=32A 70109 11 400x300x200
D.O.L AD 13KW 17,5HP 400V In=30,5A Imax=32A 70110 12 400x300x200
D.O.L AD 15KW 20HP 400V In=34,5A Imax=38A 70111 20 500x400x200
D.O.L AD 18,5KW 25HP 400V In=42,4A Imax=50A 70112 20 500x400x200
D.O.L AD 22KW 30HP 400V In=47A Imax=50A 70113 20 500x400x200
D.O.L AD 26KW 35HP 400V In=55A Imax=63A 70114 20 500x400x200
D.O.L AD 30KW 40HP 400V In=66,4A Imax=80A 70115 20 500x400x200
D.O.L AD 37KW 50HP 400V In=81A Imax=82A 70116 20 500x400x200
D.O.L AD 45KW 60HP 400V In=88]5A Imax=95A 70117 33 750x500x250
D.O.L AD 51KW 70HP 400V In=99,5A Imax=110A"""*" | .20118 34 750x500%250
D.O.L_AD 59KW.80HP 400V In=115A Imax=1254"" 70119 750x500x250 | . L Lttt
D.O.L AD 66KW 90HP 400V In=128A Imax=150A 70156‘% 750x500%260 44 L g V1
D.O.L AD 75KW 100HP 400V In=145,5A Imax=160A 70121 35, | | L 750x500x250 M i
D.O.L AD 92KW 125HP 400V In=176A Imax=200A _ 701221, 63 4 ﬂ'ﬁooxgggxszo - S

AD 110KW 150HP 400V In=213A Imax=250A".
AD 132KW 180HP 400V In=255A fmaXPSOOA
AD 150KW-200HP 400V In—293A Imax=300A"
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mains failure

Pressure Witc
General alarms

Line contactor closed
Star contactor closed
Delta contactor closed
Thermal tripping
Circuit supplied

Dry running protection relay (this relay can be also used to start the
motor for minimum level and to stop for maximum level). ).For default
this protection is on in automatic position but is possible to put on it
also in manual position.
Behind the electronic panel there are tree trimmers for these
functions:
Timer exchange between star/delta -range 0-6 seconds
Timer delay start motor after mains failure range 0-7 minutes
Timer delay pressure switch range 0-20 minutes. Normally this function is used
in irrigation when the motor must be protected for minimum pressure .In this
case is necessary to delay the pressure switch when the motor start and aﬂer
a time (normally is the time that the pump need to go in pressure) include the ' |
protection, elapsethis time if the pressure go down 1{19 rnotor should be ' ' | !

stopped. 11‘\\:_.-.
Notes : am:'s are. m{' wolla ! -
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START

Description code kg Dimesions mm
START/DELTA STARTER.AST 7,5KW 10HP 400V In=18,2A Imax=20A 70201 20 500x400x200
AVV.ST./T.AST 9,2KW 12,5HP 400V In=21A Imax=25A 70202 21 500x400x200
START/DELTA STARTER.AST 11KW 15HP 400V In=24,5A Imax=27,5 70203 21 500x400x200
START/DELTA STARTER.AST 13KW 17,5HP 400V In=30,5A Imax=34 70204 22 500x400x200
START/DELTA STARTER.AST 15KW 20HP 400V In=34,5A Imax=39,6 = 70205 23 500x400x200
START/DELTA STARTER.AST 18,5KW 25HP 400V In=42,4A Imax=43 70206 24 500x400x200
START/DELTA STARTER.AST 22KW 30HP 400V In=47A Imax=55A 70207 30 600x400x250
START/DELTA STARTER.AST 26KW 35HP 400V In=55A Imax=63A 70208 30 600x400x250
START/DELTA STARTER.AST 30KW 40HP 400V In=66,4A Imax=80A 70209 33 750x500x250
START/DELTA STARTER.AST 37KW 50HP 400V In=81A Imax=86A 70210 33 750x500x250
START/DELTA STARTER.AST 45KW 60HP 400V In=88,5A Imax=112A 70211 34 750x500x250
START/DELTA STARTER.AST 51KW 70HP 400V In=99,5A Imax=112A ' 70212 34 750x500x250
START/DELTA STARTER.AST 59KW 80HP 400V In=115A Imax=138A 70213 40 850x550x250
START/DELTA STARTER.AST 66KW 90HP 400V In=128A Imax=138A 70214 = 5) 850x550x250
START/DELTA STARTER.AST Z5KW 100HP 400V In=145A Imax=160A 70215 48 850x550x250

START/DELTA STARTER.AST 92KW 125HP 400V.In=176A Imax=189A 70216 72 1200x600x320
START/DELTA STARTER.AST 110KW 150HP 400V In=218AMax=250 ' 70217 || 72 1200x600x320
START/DELTA STARTER.AST 132KW 180HP™00V In=255A Imaxs258..70218 75 1200x600x320!
START/DELTA STARTER.AST 150KW 200HP-400V. In=298A IMax=a15" "70290l . 78" 1 | 1200x’@90‘x320
START/DELTA STARTER.AST 170KW 230HP 400V In=329A Imax=400 70220 e 185 1600x800x400 A
START/DELTA STARTER.AST 235KW 320HP. 400V in.,467A lrnax—soo ?,@_ gt M@omwmqo "
START/DELTA STARTER:AST 240KW 330HP: 400V 1n=490A imax=551 ﬁ’%’h ﬁﬁﬁ"f‘?%maooksm

START/DELTA STARTER AST 31EKW. 420HP 400V lnwsssmmax-san_ \?0224* 1o & - 11800x800%500'
! : ‘[1 abb:kaooksoo
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| - IMP ANCE STAHTER."AI“

-
= N KLICKSON IMPEE' A

OVERLOAD (thermal c Nt

DOOR-LOCK
AUXILIARY

aft her mains failure

Maximum water level
Pressure switch

General alarms

Line contactor closed
impedance contactor closed
Thermal tripping

Circuit supplied

Dry running protection relay (this relay can be also used to start
the motor for minimum level and to stop for maximum level).For
default this protection is on in automatic position but is possible
to put on it also in manual position.
Behind the electronic panel there are tree trimmers for these
functions:

Timer exchange between impedance-line -range 0-6 seconds

Timer delay start motor after mains failure range 0-7 minutes

Timer delay pressure switch range 0-20 minutes. Normally this function is:

used in lrrlgallon when the motor must be protected for mlnamum"-pressu
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description code kg dimensions

IMPEDENCE STARTER Al 7,5KW 10HP 400V In=18,2A Imax=20A 70301 27 600x400x250
IMPEDENCE STARTER Al 9,2KW 12,5HP 400V In=21A Imax=25A 70302 28 600x400x250
IMPEDENCE STARTER Al 11KW 15HP 400V In=24,5A Imax=32A 70303 29 600x400x250
IMPEDENCE STARTER Al 13KW 17,5HP 400V In=30,5A Imax=32 70304 29 600x400x250
IMPEDENCE STARTER Al 15KW 20HP 400V In=34,5A Imax=40A 70305 30 600x400x250
IMPEDENCE STARTER Al 18,5KW 25HP 400V In=42,4 Imax=50A 70306 31 600x400x250
IMPEDENCE STARTER Al 22KW 30HP 400V In=47A Imax=63A 70307 44 850x550%250
IMPEDENCE STARTER Al 26KW 35HP 400V In=55A Imax=63A 70308 45 850x550x250
IMPEDENCE STARTER Al 30KW 40HP 400V In=66,4 Imax=80 70309 45 850x550%250
IMPEDENCE STARTER Al 37KW 50HP 400V In=81A Imax=82A 70310 48 850x550%250
IMPEDENCE STARTER Al 45KW 60HP 400V In=88,5A Imax=95A 70311 63 850x550x250
IMPEDENCE STARTER Al 51KW 70HP 400V In=99,5A Imax=110A 70312 63 850x550%250
IMPEDENCE STARTER Al 59KW.80HP 400V In=115A Imax=125A 70313 78  1000x600x320
IMPEDENCE STARTER Al 66KW 80HP 400V In=128A Imax=150A 70314 79  1000x600x320
IMPEDENCE STARTER Al 75KW 100HP 400V In=145A Imax=160A 70315 79  1000x600x320
IMPEDENCE STARTER Al 92KW 125HP 400V In=176A Imax=185A 70316 100  1200x600x320
IMPEDENCE STARTER.AI 110KW 150HP 400VAR=213A Imax=250A, 70317 102 | 1200x600x320 : |
IMPEDENCE STARTER.AI 132KW 180HP 400V. In=255A Imax=265A W&_ .. \158 | 1600%800x400' '
IMPEDENCE STARTER.AI 150KW 200HP 400V In=293A Imax=300A. % 70319 | 158"  1600X800x400M)
IMPEDENCE STARTER.AI 170KW 230HP 400V In=329A Imax=400A \ "\ 70320 ¥ W60, | 1600X800x400 |
IMPEDENCE STARTER.AI 190KW 260HP 400V In=363A.Imax=400A" [\ \\ " 70884 i\ Mmamxaﬂamoa o

IMPEDENCE STARTER.AL240KW 330HP 400V.In=460A lmax.sq‘m 70822 [V

IMPEDENCE STARTER Al 270KW 365HP 4oov In=530A! tmax;aha T” 25 '
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AUTOTRAN§FORMER STARTER. "AUT"

landard composition -

IP55 METAL CASE RAL 7(
LINE CONTACTO|
STAR CONTACTOR ST/
_ AUTOTRANSFORMER

1 AUTOTHANSFOFIMEFI Wi ITT A

- KLICSON AUTOTRANSFORMER P

OVERLOAD(thermal contact put in the aut

> 1 MANUAL RESET THERMIC STARTEI
F'ROTECTION

LINE PROTECTION FUS

\UXILIARY TRANSFORMER V
'RANSFORMER PRIMARY
, > 1 THAN_SFOFIMER SECOND
- |

2> METER whit current transformer -
T‘%LTMETEFE
> DRY FIUNNING PROTECTiON

Manual and a tic switcher &
Reset button fo e delay aft her mains failure
LED indicating:

Minimum water level

Maximum water level

Pressure switch

General alarms

Line contactor closed

Star contactor closed

Autotransformer contactor closed

Thermal tripping

Circuit supplied

Dry running protection relay (this relay can be also used to start
the motor for minimum level and to stop for maximum level).For
default this protection.is on in automatic position but is possible to
put on it also in manual position.
Behind the electronic panel there are tree trimmers for these
functions:

ﬁmer exchange between autotransiormer-llne -range 0 6 seconds
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Descrizione Code kg dimensions
AUTOTRANSFORMER STARTER.7,5KW 10HP 400V In=17,8A Imax=20A 70401 35 750x550%250
AUTOTRANSFORMER STARTER.9,2KW 12,5HP 400V In=21A Imax=25A 70402 35 750x550x250
AUTOTRANSFORMER STARTER.11KW 15HP 400V In=24,5A Imax=26A 70403 35 750x550x250
AUTOTRANSFORMER STARTER.13KW 17,5HP 400V In=30,5A Imax=32A 70404 37 750x550x250
AUTOTRANSFORMER STARTER.15KW 20HP 400V In=34,5A Imax=40A 70405 45 850x550x250
AUTOTRANSFORMER STARTER.18,5KW 25HP 400V In=42,4A Imax=50A 70406 49 850x550x250

AUTOTRANSFORMER STARTER.22KW 30HP 400V In=47A Imax=50A 70407 50 850x550x250
AUTOTRANSFORMER STARTER.26KW 35HP 400V In=55A Imax=63A 70408 52 850x550x250
AUTOTRANSFORMER STARTER.30KW 40HP 400V In=66,4A Imax=80A 70408 53 850x550x250
AUTOTRANSFORMER STARTER.37KW 50HP 400V In=81A Imax=82A 70410 63 850x550x250

AUTOTRANSFORMER STARTER.45KW 60HP 400V In=88,5A Imax=95A 70411 94  1300x700x350
AUTOTRANSFORMER STARTER.51KW 70HP 400V In=99,5A Imax=110A 70412 108 1300x700x350
AUTOTRANSFORMER STARTER.59KW 80HP 400V In=115A Imax=125A 70413 110 1300x700x350
AUTOTRANSFORMER STARTER.66KW 90HP 400V In=128A Imax=150A 70414 114  1300x700x350
AUTOTRANSFORMER STARTER.75KW 100HP 400V In=145A Imax=160A 70415 117  1300x700x350
AUTOTRANSFORMER STARTER.92KW 125HP 400V In=176A Imax=185A 70416 180 1600x800x400
AUTOTRANSFORMER STARTER.110KW. 150HP400V In=213A Imax=250A. 70417, 182.,.1600x800x400 | .
AUTOTRANSFORMER STARTER.132KW 180HP™#00V In=255A Imax=265A 70418 183  1600x800x400. '_ !
AUTOTRANSFORMER STARTER.150KW 200HP 400V In=293A ImiaResil 70419 183\ | 1600x800x400" | |
AUTOTRANSFORMER STARTER.170KW 230HP 400V IN=329A Imax=400A 70420, " 190." 1600x800Xx400. g
AUTOTRANSFORMER STARTER.190KW 260HP 400V In=363A Imax=400A . 7048%\ 214,  1600x800x400
AUTOTRANSFORMER STARTER.240KW 330HP 400V, in=460A. rmax—-soo&ﬂoz;gg_ 2431 M800x800x500 | ! |
AUTOTRANSFORMER STARTER. 270KW 365HP 4oov in::ssoA tmaﬁ—soqﬂ 0423 W%omoooxabo ES
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D.O.L STARTER WHIT STARTING AUTOTFIANSFORMER

m'ard composition _ - . 1
> 1 IP54 METAL CAS
g 1 BOXIP21 whit vent:latlon op
1 LINE CONTACTOR START e hy
> 1  STARTING AUTOTRA! RM
660V OR 1000V TROPICALIZATION CLASS F‘ ’
ﬁ1 KLICSON AUTOTFIANSFOF{MEH PRO

OLTMETEFI
Y RUNNING PROTECTION

CLEECCREECEET T
CLECELCEEECEEEETET LT
CLLOLEEEEL T
CLLECEELEE T LT

ARLRRLRR AR RN

Automatic position( dry running protection include)

LED indicating:

Pressure switch

Line on

Thermal tripping

Maximum water level

Minimum water level
The circuit includes also:
Dry running protection relay (this relay can be also used to start the motor for
minimum level and to stop for maximum level). This protection is include in
automatic position but is possible includes its also in manual position.
Timer delay pressure switch range 0-20 minutes. Normally this function is
used in irrigation when the moter must be protected for minimum pressure .In
this case is necessary to delay the pressure switch when the motor start and
after a time (normally is the time that the pump need to go in pressure)

include the protectlon elapse this time if the pressure go down the moto

uf&maﬁc way y re
remot
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Descrizione ™. ..

D.0.L AUTOTRANSFORMER.26KW-380M000V.69/26 N iz050c 1 P
D.O.L AUTOTRANSFORMER.30KW-380/1000ViB8I6A . L 70500" g1
D.O.L AUTOTRANSFORMER.37KW-380/1000V 79/50A . IMEET0" ™ 216
D.0.L AUTOTRANSFORMER 45KW-380/1000V 95/36R MM (70511

D.O.L AUTOTRANSFORMER.51KW-380/1000V 108/41A
D.O.L AUTOTRANSFORMER.59KW-380/1000V 124/47A
D.O.L AUTOTRANSFORMER.66KW-380/1000V 134/51A
D.O.L AUTOTRANSFORMER.75KW-380/1000V 154/59A
D.O.L AUTOTRANSFORMER.92KW-380/1000V 187/71A
D.O.L AUTOTRANSFORMER.110KW-380/1000V 220/84A
D.O.L AUTOTRANSFORMER.132KW-380/1000V 260/99A
D.O.L AUTOTRANSFORMER.150KW-380/1000V 298/113
D.O.L AUTOTRANSFORMER.170KW-380/1000V 335/127
D.O.L AUTOTRANSFORMER.220KW-380/1000V 430/165
D.O.L AUTOTRANSFORMER.26KW-380/660V 58/31,9A
D.O.L AUTOTRANSFORMER.30KW-380/660V 69/38A
D.O.L AUTOTRANSFORMER.37KW-380/660V 79/43,8A
D.O.L AUTOTRANSFORMER.45KW-380/660V 95/52A
D.O.L AUTOTRANSFORMER.51KW-380/660V 108/59A
D.O.L AUTOTRANSFORMER.59KW-380/660V 124/68A
D.O.L AUTOTRANSFORMER.66KW-380/660V 134/73A
D.O.L AUTOTRANSFORMER.75KW-380/660V 454784A
D.O.L AUTOTRANSFORMER.92KW-380/690V 187/103A
D.O.L AUTOTRANSFORMER.110KW-380/660V 220/121A
D.O.L AUTOTRANSFORMER.132KW-380/660V 260/143A

D.O.L AUTOTRANSFORMER.150KW-380/660V 298!164A--. WA

D.O.L AUTOTRANSFORMER 170KW- 380/660V 335/1 84.‘\

Code umi™

Dimensions mm

1700x805x620
1700x805x620
1700x805x620
225 1700x805x620
70512 241 1700x805x620
70513 256 1700x805x620
70514 303 1700x805x620
70515 260 1700x805x620
70516 355 1700x805x620
70517 400 1700x805x620
70518 409 1700x805x620
70519 419 1700x805x620
70520 439 1700x805x620
70522 750 1700x805x620
70608 176 1700x805x620
70609 176 1700x805x620
70610 186 1700x805x620
70611 206 1700x805x620
70612 212 1700x805x620
70613 215 1700x805x620
o 0614 222 1700x805x620 -t
70615 1700x805x620 ' | '
7061‘6"%;.  1700x805%620%
706174 319 1?00x803x62(b R8T
70618. .\ hni
7061‘9‘*

.....

_D oL AUTOTHANSFOHMER 250KW-380/660V 430/250A ‘

VISA ENERGY GB LIMITED
400 Pavillon Drive, Northampton Business Park,
Brackmills Industrial Estate, Northampton. NN4 7PA.
Northamptonshire. UNITED KINGDOM
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DESCRIPTION
This soft start is a specific motor pumps start products. For this reason it is very
easy to use.

The product is very rugged and ithas only two regulations: deceleration and
acceleration time

It's make in reference standards-El

Attention!! It's not necessary toir

R
1 OVERLOAD PFIOT ECTION BY MANUAL RESET THERMIC

RELAY : 4
3 LINE PROTECTION FUSE LASS Am

2 AUXILIARY PR( S

1 DOOR-LOCK MAIl _ -

1 AUXILIARY TERMINAL BOARD

1 POWER TERMINAL BOARD

1 AMPERMETER whit' GURRENTTHANSFOHMEH

1 VOLTMETR

1 DRY RUNNING HOTECT 10N

1

Display lcd _—

4 multllanguage capability(Italian,English,French,Spanish)
Keypad stop and start

Motor and mains parameter reading
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Auxiliary voltage :Voltage value too low

Power voltage:Phase failure,phasde sequence and frequency out of limits
Control inputs and analog output:Static 24Vdc short-circuit protection with
automatic resetting.

Starter:Overcurrent,hight temperature,SCR and by-pass contactor
malfunction

Input voltage 208...500Vac +/- 10%
Mains frequency 50/60Hz +/- 5%

Selector switch for:
Manual position (start motor)
Off position (stop motor)
Automatic pesition (dry running protection included)
LED indicating:
Pressure switch status
Line on
Thermal tripping
Maximum water level
dinimum water level
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Description

Soft starter 7,5KW 400V Imax=18A
Soft starter 11KW 400V Imax=25A
Soft starter 13KW 400V Imax=32A
Soft starter 15KW 400V Imax=34A
Soft starter 18,5KW 400V Imax=38A
Soft starter 22KW 380-415V Imax=48A 3le
Soft starter 26KW 380-415V Imax=58A 3le
Soft starter 30KW 380-415V Imax=68A 3le
Soft starter 37KW 380-415V Imax=82A 3le
Soft starter 45KW 380-415V Imax=92A 3le
Soft starter 55KW 380-415V Imax=114A 3le
Soft starter 63KW 380-415V Imax=126A 3le
Soft starter 75KW 380-415V Imax=150A 3le
Soft starter 92KW 380-415V Imax=196A 3le
Soft starter 110KW 380-415V Imax=231A 3le
Soft starter 132KW 380-415V Imax=245A 5le
Soft starter 160KW 380-415V Imax=310A 5le
Soft starter 200KW 380-415V Imax=365A 5le

Soft starter 250KW 380-415V Imax=470A 5le

Soft starter 315KW 380-415V Imax=568A 5le
Soft starter 355KW 380-415V Imax=630A 5le
Soft starter 440KW 380-415V Imax=820A 5le
Soft starter 630KW 380-415V Imax=1200A 5le

VISA ENERGY GB LIMITED
400 Pavillon Drive, Northampton Business Park,

Brackmills Industrial Estate, Northampton. NN4 7PA.

kg dimesnions

15 400x300x200
17 500x400x200
25 600x400x250
25 600x400x250
28 600x400x250
70713 35 750x500x320
70714 65 1000x600x320
70715 65 1000x600x320
70716 65 1000x600x320
70717 70 1000x600x320
70719 80 1000x600x320
70720 80 1200x600x320
70721 90 1200x600x320
70722 130 1600x700x400
70723 130 1600x700x400
70724 150 1600x700x400
70725 200 1600x800x500
70727 200 1600x800x500
70728 250 2000x1000x800
70729 @00 . 2000x1000X800, i | | i & |
70780 350" WM2000x1000x800" Ly | | | |
70731 ‘agooxjﬁooxeoo )i .
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